
The Substitute!
Reliable, Fast, Secure

Thanks to its compact and all-in-one design, the CashMag 5FC brings you a full panel 
of integration possibilities into your sales line!

The 5FC is shareable. You therefore have the possibility of having an automaton for 
several collection stations.

Its steel chassis, its multi-point lock and its many other securities automatically save 
your cash, at each transaction.

For all storesSemi-integrated Installation with stack-stand 

CASH
RECYCLER

A «NON STOP» system allows the 5FC to operate with a jammed recycler or hopper, 
or a completely broken down module with VCR. Your cashings continue, you keep 
calm!

5FC5FC

Our Cash Recycler is immediately compatible with all payment software for 
Windows, with no need for development thanks to CashMag CONNECT.

Fabriqué en France

Made in France



www.cashmag.fr

Security

Front access
6 points tamper-resistant lock

16 fixing points

5 locks
(1 for the door, 2 for the banknote module and 2 for the coin module)

Control Detects fake banknotes and coins and foreign bodies

Installation Easy and quick installation
Can be shared between several POS

Compatibility
All POS softwares

-          Windows  : Without development and immediately
-        Android,      Linux,       iOS : Thanks to our API to be integrated

Dimensions
(HxWxD)

(H) 650 x (W) 490 x (D) 447 mm

Weight Without stack-stand 65Kg
With stack-stand 90Kg

Bank Note Module
4 recyclable amounts (€5, 10, 20, 50)

2 x 60 banknotes and 2 x 30 banknotes
Dispenses 15 banknotes at a time

Cashbox for 600 banknotes

Coin Module
Storage and recycler capacity for 4000 coins

Up to 50 coins accepted or dispensed per transaction
Insert 10 coins per second, 6 coins per second dispensed

Origin French design and manufacture

Option Stack-stand
(H) 172 X (W) 490 x (D) 430 mm

Features of the 5FC Cash Recycler
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Front opening
Quick installation!

Without stack-stand
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Coin Module

Bank Note Module
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With stack-stand


